
                                                                             

3D model is available on request

Specifications                                                                                     

Tank 

14022115

50 liter

35 liter

26.7 kg

1 1/2" BSP

1" BSP

* The suction port (A) is closed with temporary plastic plug; * The additional return port (B) is closed with steel plug.

Note: Separate parts like return filter, air breather and fasteners are not included with the tank.

Technical notes

Related documentation
Mounting instructions:  OIL-0020 Oil specifications: OIL-0011

• Mount the tank according the mounting instructions • Fill the tank with the recommended hydraulic oil to the centre of the level indicator
• Change the oil once a year • Replace the air breather and return filter element twice a year • Do not use the tank to stand on or as a support 
• Do not weld on the oil tank • Steel tank painted black (RAL 9005) and yellow (RAL 1023)

Part number Steel

Support configuration.

B* :Additional Return Port

A* :Suction Port

hyva.com DO-E  71015221 19-11-2018 / RVAD 1

Weight of tank 

Working volume

Gross volume

Side mounted tank
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ø15
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Separate parts

No. Part no. Description Weight (kg)

01 14780306 Return filter SC 1.0

02 14895930 Return filter mounting plate 1.9

03 08102116 Air breather 0.4

04 08102121 Spy eye 1'' 0,01

Mounting options

Valve mounted on tank

Chassis or cylinder (SAE) mounted valve
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