HYVAGA: HB 150

EES

Extra Extension
Speed

HB150 E1

kg 13890’ 2275

245 424 604

HB150 E2 —

kg 13240’ 5405 3065 2130 1620 1190 885 610
245 432 613 800 1006 1213 1432

— s

2920 2010 1495 1190 885 610 380
44 6,21 8,08 1006 1213 1432 1643

S — —
HB150 E4

kg 12690’ 5100 2820 1895 1385 1075 885 610 380
245 450 630 817 1015 1213 1432 1644

——1—T—
HB150 E5

kg 12390* 5000 2705 1805 1295 9% 805 615 380
10 245 458 638 825 1023 1221 1421 1644

HB150 E3ﬁ - = <
Jih2 550 485 430 360

)

HB150 E3
kﬂ

12.75 1412 1560 17.20
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HB 150 E1 1“9 - 380 17 4 290 1470 100 25 2480x2340x855
HB 150 E2 - |15 76| 380 17 4 290 1600 100 25 2480x2340x855
HB 150 E3 - 135 196 380 17 4 290 1720 100 25 2480x2340x855
HB 150 E4 - 15,5 19,7 380 17 4 290 1820 100 25 2485x2340x855
HB 150 E5 - |17s 197|380 17 4 290 1920 100 25 2500x2340x910
HB150E3Jd - |188 205 380 17 4 290 2030 100 25 2490x2340x950




